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This report was prepared for Greenbrilliance Renewable Energy LLP by Intertek and is based on information not within the 
control of INTERTEK. In prepare this report, INTERTEK has assumed that the information both verbal and written, provided 
by others is complete and correct. INTERTEK does not guarantee the accuracy of the information, data or opinions contained 
in this report and does not represent or warrant that the information contained in this report is sufficient or appropriate for any 
purpose.This report should not be construed as an invitation or inducement to any Recipient or other party to engage or 
otherwise participate in the proposed or any other transaction, to provide any financing, or to make any investment. 

TO THE FULLEST EXTENT PERMITTED BY LAW, INTERTEK TOTAL LIABILITY, ON A CUMULATIVE AND 
AGGREGATE BASIS, TO CLIENT AND ALL RECIPIENTS AND OTHER PARTIES, RESULTING FROM INTERTEK’S 
ACGTIONS IN RELATION TO THE CREATION AND DISSEMINATION OF THIS REPORT, WILL BE LIMITED TO THE 
AMOUNT OF COMPENSATION (EXCLUSIVE OF THE REIMBURSEMENT OF COSTS AND EXPENSES) ACTUALLY 
RECEIVED BY INTERTEK FROM CLIENT FOR THE CREATION OF THIS REPORT UNDER THIS IESA.  

Recipient hereby waives any right to seek or collect damages in excess thereof and releases INTERTEK from any and all 
damages or losses which, if required to be paid to recipient, would result in INTERTEK paying total damages to any and all 
parties, including Client and all Recipients, in an amount that would exceed the limit set forth in the previous sentence. 

This result is only based on the product sample and/or relevant documents for materials, parts, and/or sub-assemblies 
submitted by the Applicant and/or the Manufacturer. 

This report must not be reproduced, except in full, without the written approval of the Issuing testing/evaluating laboratory. 
The Applicant and Manufacturer have agreed to produce the subject product(s) in accordance with the description of this 
Report.  The Manufacturer has also agreed to notify INTERTEK and to request evaluation prior to using alternate parts, 
components or materials. 

IF ANY RECIPIENT IS NOT WILLING TO ACKNOWLEDGE AND ACCEPT, OR AGREE TO, THE TERMS SET FORTH 
ABOVE, IT MUST RETURN THIS REPORT TO INTERTEK IMMEDIATELY WITHOUT MARKING ANY COPIES 
THEREOF, EXTRACTS THEREFROM OR USE (INCLUDING DISCLOSURE) THEREOF. 
 

Disclaimer: 

This report is for the exclusive use of Intertek's Client and is provided pursuant to the agreement between Intertek and its Client. Intertek's 
responsibility and liability are limited to the terms and conditions of the agreement. Intertek assumes no liability to any party, other than to the 
Client in accordance with the agreement, for any loss, expense or damage occasioned by the use of this report. Only the Client is authorized to 
permit copying or distribution of this report and then only in its entirety. Any use of the Intertek name or one of its marks for the sale or 
advertisement of the tested material, product or service must first be approved in writing by Intertek. The observations and test results in this 
report are relevant only to the sample tested. This report by itself does not imply that the material, product, or service is or has ever been under an 
Intertek certification program. 
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Executive Summary 
Greenbrilliance Renewable Energy LLP contracted Intertek Testing Services 
Shanghai (Intertek) to create a photo-voltaic (PV) module characterization file 
(known as a “PAN” File) for use in PVsyst modeling software for the GBPLF-72-
320-24 crystalline silicon module.  

Intertek used its test measurements for three samples of the GBPLF-72-320-24 
module, which quantified the performance metrics of the sample Pre 
Light‐Induced Degradation (i.e. Pre‐LID) at multiple irradiance and temperature 
conditions, according to the testing standard IEC61853-1, then used the average 
data of the three samples to design the PAN file. IAM data is the default value of 
AR coating front surface in PVsyst software, version 6.7.7. GBPLF-72-320-24 is 
identical to GBPLF-72-330-24 except the output power, and it can be considered 
that there is an excellent uniformity of these models’ electrical characteristic. 
Intertek created a Base Case PAN file for the module using the module datasheet 
and PVsyst defaults. After evaluating the fit of the Base Case PAN file efficiency 
curves to the measured efficiency curves, Intertek adjusted the PAN file input 
parameters to obtain the closest fit of PVsyst modeled efficiency curves to the 
Intertek measured curves, resulting in the final Optimized PAN file. 

Intertek fitting metric to assess the improvement achieved – Root‐Sum‐Square 
(RSS), which assesses the absolute deviation between efficiencies. This metrics is 
presented in Table 1 for the Optimized PAN file of each model. 

 

 Table 1 Goodness of Fit Metrics for GBPLF-72-330-24 

Model Optimized RSS Relative Efficiency 

GBPLF-72-330-24 1.82% 17.04% 

 

 

The Optimized PAN file is designed to be used in PVsyst software version 6.7.7 
for modeling the expected performance of the given module. This PAN file is 
provided separately as “.PAN” file. 

Note to PAN file users: This PAN file is derived from Pre-LID laboratory 
measurements. 
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1.0 Apporach 
The purpose of this effort was to create a PVsyst-compatible PAN file that more 
accurately represents the GBPLF-72-320-24 module in tested conditions. 

 

In order to accomplish this, Intertek took the following approach: 

1. Measured Data: Process raw measured data from test lab and develop 
“Measured” efficiency curves for the GBPLF-72-320-24 module under 
certain irradiance and module temperatures. Since the measured data 
represented a module at nominal power, the efficiency curves were scaled to 
represent module nominal rating (referred to as “Scaled Measured”).  

2. Base Case PAN File: Create a Base Case PAN file using parameters from 
the module datasheet and default values in PVsyst. Compare the resulting 
Base Case “Modeled" efficiency curves to the measured efficiency curves 
from step 1 to determine the extent of deviation. 

3. Optimization: Adjust PAN file parameters until the Modeled efficiency curves 
generated by PVsyst match the measured curves as closely as possible. 

1.1 Measured Data 

Intertek measured three samples of GBPLF-72-320-24 module, which quantified 
the performance metrics of the sample module after Light-Induced Degradation 
(i.e. Pre-LID) at multiple irradiance and temperature test conditions, according to 
the testing standard IEC61853-1.  

 

Test conditions: 

The testing standard IEC 61853-1 required test conditions at four module 
temperatures: 

15°C, 25°C, 50°C, 75°C 

And seven irradiances: 

100W/m2, 200W/m2, 400W/m2, 600W/m2, 800W/m2, 1000W/m2, 1100W/m2 

 

The test results for the Pre-LID GBPLF-72-320-24 module resulted in maximum 
power (Pmp) at standard test conditions (STC = 25 °C and 1000W/m2). These 
were a little different with the datasheet nominal power of rating but were within 
the tolerance of sample ratings.    
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Table 2 shows the average test data for three GBPLF-72-320-24 modules, which 
serves as the basis for creating efficiency curves for the PAN file in this report. 

 

Table 2 Measured Pre-LID Maximum Powers at Test Conditions for the 
GBPLF-72-320-24 
 

IRRADIANCE 

(W/m2) 
Spectrum 

Pmp at 15°C 

(W) 

Pmp at 25°C 

(W) 

Pmp at 50°C 

(W) 

Pmp at 75°C 

(W) 

100 AM1.5 30.374 29.019 - - 

200 AM1.5 62.972 60.874 - - 

400 AM1.5 128.401 124.925 110.002 - 

600 AM1.5 193.363 189.022 166.680 147.554 

800 AM1.5 258.905 252.797 222.214 196.900 

1000 AM1.5 324.232 318.054 281.949 250.440 

1100 AM1.5 - 348.250 309.415 274.236 
 

 

Since the Pre-LID test data measured were different with module nominal ratings, 
Intertek scaled the Pmp measurement to standard test condition (STC) to create 
scaled measured efficiency curves. Efficiency curves describe module efficiency 
as a function of module temperature and irradiance at various conditions 
determined by the IEC 61853 testing standard. Efficiency is calculated as: 

 

Efficiency =
Module Rating[Wp]

Module Area [m2] ∗ Irradiance [
W

m2]
 

 

Previous parametric data has shown that for a given manufacturer, the shape of 
the efficiency curves is within the tolerance range of declaring of manufacturer. 
Therefore, Intertek scaled the test data to module rating by applying a linear 
scaling factor. These measured efficiency curves were then used to verify the 
accuracy of the PAN file in the next steps. 
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1.2 BASE CASE PAN FILE 

In order to create a Base Case PAN file in PVsyst, Intertek used the 
Greenbrilliance Renewable Energy LLP module datasheet (see Appendix A) for 
the following PVsyst inputs: module area, short-circuit current (Isc), open-circuit 
voltage (Voc), maximum power current (Imp), maximum power voltage (Vmp), 
and the temperature coefficients of Isc and Pmp. The other necessary module 
parameters were left at PVsyst defaults.  

 

The Modeled efficiency curves generated by PVsyst from these Base Case PAN 
file parameters were then compared to the Measured curves based on the test 
data. 

 

The comparison of Measured curves with those Modeled was performed using 
following metrics to quantify deviation: 

  

Root Sum Square (RSS) Deviation: The agreement between the Modeled and 
Measured efficiency curves was evaluated by analyzing the sum of the square of 
differences between the two, called the root sum square (RSS) Deviation. 

 

1.3 OPTIMIZATION 

After determining the discrepancy between the Measured and Modeled efficiency 
curves for the Base Case, Intertek adjusted PAN file parameters in order to force 
the Modeled efficiency curves generated by PVsyst to better match the Measured 
efficiency curves seen in the lab. 

 

Using an algorithm for optimization, the PAN file was iteratively refined to 
minimize the deviation between these efficiency curves, with the goal of 
minimizing the RSS primarily and other secondarily. The adjusted parameters are 
documented in the Results section. 

 

Since Intertek’s optimized PAN file uses high-accuracy laboratory measurements 
of irradiance and temperature dependent PV module performance as the 
references for optimization of the PAN file, the accuracies of the resulting PVsyst 
simulations are improved. 
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2.0  RESULTS 
The results and parameters for the GBPLF-72-320-24 module are 
presented in the following sections. 

 

2.1 GBPLF-72-330-24 
2.1.1  Measured Data 

Table 3 documents the measured Pre-LID module powers at Test Conditions, 
after scaling to the rated nominal power of the module. 

 

Table 3 Scaled Pre-LID Maximum Powers at Test Conditions for GBPLF-72-330-
24 module 

 

IRRADIANCE 

(W/m2) 
Spectrum 

Pmp at 15°C 

(W) 

Pmp at 25°C 

(W) 

Pmp at 50°C 

(W) 

Pmp at 75°C 

(W) 

100 AM1.5 31.515 30.109 - - 

200 AM1.5 65.337 63.160 - - 

400 AM1.5 133.223 129.617 114.133 - 

600 AM1.5 200.626 196.122 172.941 153.096 

800 AM1.5 268.629 262.291 230.561 204.295 

1000 AM1.5 336.410 330.000 292.539 259.846 

1100 AM1.5  361.330 321.036 284.536 
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2.1.2 Base Case PAN File 

Table 4 summarizes the PVsyst inputs for the Base Case PAN file. Figure 1 shows 
the efficiency curves of the Base Case PAN file generated by PVsyst 

Table 4 Summary of inputs and Sources for Base Case Model 

GBPLF-72-330-24 VALUE SOURCE 

Isc (A) 9.24 Datasheet 

Voc (V) 46.30 Datasheet 

Imp (A) 8.70 Datasheet 

Vmp (V) 38.00 Datasheet 

Temp. Coeff. Isc (mA/℃) 5.5 Datasheet 

Temp. Coeff Pmp (%/℃) -0.424 Datasheet 

Shunt Resistance Rsh (Ohm) 350 PVsyst Default 

Series Resistance Rs (Ohm) 0.337 PVsyst Default 

Rshunt at Ginc=0 (Ohm) 1400 PVsyst Default 

Rshunt Expinential Parameter 5.5 PVsyst Default 

 
 

 
 
 

Figure 1 PVsyst Efficiency Curves for the Base Case 
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2.1.3  Optimized PAN File 

      Table 5 summarizes the adjusted PVsyst inputs for the Optimized PAN file. 
Figure 2 shows the corresponding efficiency curves generated by PVsyst. 

Table 5 Summary of Adjusted Inputs for Optimized GBPLF-72-330-24 PAN File 

 

GBPLF-72-330-24 VALUE 

Series Resistance Rs (Ohm) 0.367 

Shunt Resistance Rsh (Ohm) 350 

Rshunt at Ginc=0 (Ohm) 1400 

Temp. Coeff Pmp (%/℃) -0.414 

 
 

 
 
 

Figure 2 PVsyst Efficiency Curves for the Optimized PAN File. 
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Table 6 shows the metrics of deviation from the optimized PAN file. 

                          

Table 6 Goodness of Fit Metrics for GBPLF-72-320-24  

Model Optimized RSS Relative Efficiency 

GBPLF-72-330-24 1.82% 17.04% 

 

Note to PAN file users: This PAN file was derived from Pre-LID laboratory 
measurements. 
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3.0 APPENDIX  

Appendix A: GBPLF-72-330-24 datasheet 

 

 

 


